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MARK: Upblast Exhaust Ventilator
PROJECT: o Extruded Aluminum Propeller
DATE: Roof Mounted/Direct Drive
DIMENSION DATA

. A Roof Max. Motor | Unit Wt. | Unit Wt.

Size Dia. B c b |E| TSa Opening Sq.* Frame Steel Alum.

20 (293/4| 1712 | 47718 | 4 | 2 32 27 112 184T 115 59

24 |333/4| 191/8 | 483/8 [37/8] 3 36 311/2 184T 137 70

30 |393/4|235/8|543/16 | 4 | 3 42 37 112 184T 186 96

36 |453/4| 25518 | 611/8 | 4 | 3 48 43 1/2 184T 243 125

42 |513/4|275/8 | 64518 | 4 | 3 54 49 1/2 256T 282 145

48 |573/4[311/4|7013/16| 4 | 3 60 55 1/2 256T 378 192

54 |633/4|351/4| 793/4 | 4 |25 66 61 1/2 324T 551 251

60 |693/4|381/2| 853/4 | 4 |3 72 67 1/2 324T 645 297

ALL DIMENSIONS IN INCHES. WEIGHTS IN LBS., LESS MOTOR.
*ROOF OPENING SIZE FOR CURBS SUPPLIED BY COOK ONLY.

STANDARD CONSTRUCTION FEATURES:
Extruded aluminum propeller - Spun steel venturi/curb
cap - Heavy gauge, painted steel lower drum -
2 point lifting lugs - Painted steel windband - Structural steel
power assembly - Butterfly damper doors (24-36 alum,

42-60 galv. steel)

fasteners.

ACCESSORIES

OCIN>OAWN =

NEMA 3 DISCONNECT SWITCH
INLET BASKET GUARD
DISCHARGE GUARD
MAGNETIC LATCHES

ACCESS DOOR

HINGED SUB-BASE

RCG GALVANIZED CURB

RCA ALUMINUM CURB

EPOXY COATING

- Welded curb cap corners - Corrosion resistant
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QTY | MARK | CATALOG ACCESSORIES
NUMBER | cFm | sP | rRPM | HP | voLTS | HZ | PH | TYPE
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