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DATE:

DIMENSION DATA

Size| A B c D l;':;weigl’_lh;

150 85 3/4 30 291/8 | 385/16 380 382
165 93 1/2 32 311/8 42 1/8 413 425
180 | 102 1/8 34 33 1/8 46 488 498
202 | 111 9/16 38 36 15/16 | 51 3/4 653 665
225 | 1221/2 42 40 15/16 | 57 1/2 796 827
245 | 132 3/8 44 42 15/16 | 62 9/16 991 1013
270 | 129 3/8 48 46 15/16 | 66 3/8 1138 1154
300 | 144 7/16 52 50 15/16 | 73 3/4 1407 1427
330 157 56 54 13/16 | 811/8 1731 1757
365 | 1717/8 62 60 3/4 89 3/4 2115 2171
402 | 186 7/16 67 655/8 [9815/16| 2880 2938
445 | 205 3/8 74 725/8 | 1093/8 | 3829 3845
490 | 224 15/16| 80 781/2 |1207/16| 5491 5566
540 | 2427/8 87 853/8 | 1323/4 | 6090 6231

600 273 96 94 3/8 147 1/2 | 7666 7840

ALL DIMENSIONS IN INCHES, WEIGHTS IN LBS LESS MOTOR
* RECOMMENDED CURB OUTSIDE SQUARE DIMENSION.

Vari-Plume ®
Laboratory Exhaust
Mixed-Flow Inline

Dual Access Direct Drive

** CURB CAP INSIDE SQUARE DIMENSION.
*** DIMENSION IS FROM THE BOTTOM OF THE CURB CAP TO THE
TOP OF THE CURB.

STANDARD CONSTRUCTION FEATURES:

High efficiency, non-overloading mixed-flow welded

aluminum wheel - Minimum 14 gauge steel welded dual

access housing - Welded aerodynamic straightening vanes -

Double concentric accelerator aluminum induction nozzle / \

and windband- Phenolic epoxy powder with UV protection

Reinforced curb cap - Inlet duct collar - Stainless Steel

(Light Gray) - Bolted access door - Lifting lugs Fan drain - I
hardware - Stainless Steel extended lube lines when

applicable - NEMA 3R disconnect mounted and pre-wired ‘

-Designed to withstand 125 mph wind**** 1—7
OPTIONAL FEATURES SHOWN:

Heavy Duty Lab Exhaust Curb
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NOT INTENDED TO BE ]

SUPPORTED BY TRADITIONAL SHEETMETAL
ROOF CURB, BUT BY INTEGRAL
MEMBERS OF ROOF STRUCTURE.
**** WINDLOAD RATING DEPENDANT ON ADEQUATE

ATTACHMENT TO ROOF STRUCTURE. o ]
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