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MARK:

PROJECT:

DATE:

DIMENSION DATA

Size A B c D Unit Weight
STD HP

150 99 30 | 291/8 |385/16 642 644
165 | 1063/4 | 32 311/8 42 1/8 656 668
180 | 1153/8 | 34 33 1/8 46 748 758
202 | 124 13/16| 38 | 36 15/16 | 513/4 964 977
225 | 1353/4 | 42 | 4015/16 | 57 1/2 1146 1177
245 | 1455/8 | 44 | 4215116 | 629/16 | 1359 1381
270 | 1425/8 | 48 | 46 15/16 | 66 3/8 1568 1584
300 | 157 11/16] 52 | 50 15/16 | 73 3/4 1876 1896
330 | 1701/4 | 56 [ 5413/16 | 811/8 | 2236 | 2262
365 | 1853/16 | 62 | 603/4 | 893/4 2632 | 2688
402 | 1993/4 | 67 655/8 |98 15/16 3415 3473
445 |21811/16] 74 | 72518 | 1093/8 | 4435 | 4451
490 | 237 5/16| 80 781/2 |1207/16 6321 6396
540 | 2551/4 | 87 85 3/8 132 3/4 6950 7090
600 | 2853/8 | 96 | 943/8 |1471/2 | 8599 | 8773

ALL DIMENSIONS IN INCHES, WEIGHTS IN LBS LESS MOTOR.

* RECOMMENDED CURB OUTSIDE SQUARE DIMENSION.

** ISOLATION BOX INSIDE SQUARE DIMENSION.

*** DIMENSION IS FROM THE BOTTOM OF THE CURB CAP TO THE
TOP OF THE CURB.

STANDARD CONSTRUCTION FEATURES:
High efficiency, non-overloading mixed-flow welded aluminum
wheel - Minimum 14 gauge steel welded bifurcated housing -

Welded aerodynamic straightening vanes - Double concentric

accelerator aluminum induction nozzle and windband -

Phenolic epoxy powder with UV protection (Light Gray) - Bolted

access door - Lifting lugs - Fan drain - Reinforced curb cap -

Stainless Steel hardware - Stainless Steel extended lube lines

when applicable - NEMA 3R disconnect mounted and
pre-wired - Designed to withstand 125 mph wind****

ISOLATION BOX: Single wall welded steel construction with inner
angle frame - Bottom inlet location - Phenolic epoxy powder with

UV protection (Light Gray) - Plenum drain - Painted aluminum

gravity isolation damper - Stainless Steel hardware - Designed to

Vari-Plume ®
Laboratory Exhaust
Mixed-Flow Inline
Bifurcated Direct Drive
With Isolation Box
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ROOF CURB, BUT BY INTEGRAL
MEMBERS OF ROOF STRUCTURE.
*** WINDLOAD RATING DEPENDANT ON ADEQUATE
ATTACHMENT TO ROOF STRUCTURE.
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