## Dimension Data

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>24</td>
<td>22</td>
<td>27-1/2</td>
<td>1-1/2</td>
<td>12 ga.</td>
<td>171</td>
</tr>
<tr>
<td>30</td>
<td>26-1/2</td>
<td>33-1/2</td>
<td>1-1/2</td>
<td>12 ga.</td>
<td>226</td>
</tr>
<tr>
<td>36</td>
<td>29</td>
<td>39-1/2</td>
<td>1-1/2</td>
<td>12 ga.</td>
<td>294</td>
</tr>
<tr>
<td>42</td>
<td>34-1/2</td>
<td>45-3/4</td>
<td>1-5/8</td>
<td>10 ga.</td>
<td>437</td>
</tr>
<tr>
<td>48</td>
<td>36-1/2</td>
<td>52-3/4</td>
<td>2-1/8</td>
<td>10 ga.</td>
<td>595</td>
</tr>
</tbody>
</table>

All dimensions in inches. Weights in lbs., less motor.

## Standard Construction Features:
Extruded aluminum propeller - Painted steel housing - Permanently lubricated ball bearing motors - Corrosion resistant fasteners.

## Accessories
1. Disconnect switch
2. Inlet/Outlet guard
3. Floor mounting feet
4. Hanging brackets (V or H)
5. Inlet bell

## Motor Type
- ODP (Open Drip-Proof)
- 2 SP (2 Speed)
- X-PRF (Explosion Proof)
- TEFC (Totally Enclosed Fan Cooled)

**QTY** | **MARK** | **CATALOG NUMBER** | **FAN INFORMATION** | **MOTOR INFORMATION** | **ACCESSORIES**
---|---|---|---|---|---

**WP073R04**