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SRS-100 KNC FHS-1-100 1.00 100 100 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-250 KNC FHS-1-250 1.79 250 140 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-450 KNC FHS-1-450 1.54 450 293 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-625 KNC FHS-1-625 1.44 625 435 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-800 KNC FHS-1-800 1.31 800 611 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-1000 KNC FHS-1-1000 1.15 1000 870 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-1250 KNC FHS-1-1250 1.09 1250 1147 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-1700 KNC FHS-1-1700 .95 1700 1790 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-2200 KNC FHS-1-2200 1.00 2200 2200 9-17/32 7-25/32 13/16 5 7-9/16 5/8 8

SRS-2465* KNC FHS-1-2465 1.00 2465 2465 9-17/32 7-25/32 13/16 5 7-9/16 5/8 9

SRS-2865* KNC FHS-1-2865 1.00 2865 2865 9-17/32 7-25/32 13/16 5 7-9/16 5/8 9

SRS-3500* KNC FHS-1-3500 1.00 3500 3500 9-17/32 7-25/32 13/16 5 7-9/16 5/8 9

DIMENSION DATA

ALL DIMENSIONS IN INCHES. WEIGHTS IN LBS.
ALL ISOLATORS LISTED ARE DESIGNED TO PROVIDE A MINIMUM OF 50% OVERLOAD CAPACITY.
*ISOLATORS WITH WELDED GUSSETS.
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